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Background 
This document offers guidance for local governments exploring the deployment of electric 

vehicle (EV) charging infrastructure in publicly managed spaces, such as local streets and 

parking areas. 

It outlines important considerations for establishing a licence agreement with organisations 

that specialise in operating public EV chargers, referred to as Charge Point Operators (CPOs). 

The recommendations in this document are intended to facilitate effective utilisation of the 

CPO/local government licence agreement template developed by the Electric Vehicle 

Council (EVC).   
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Considerations when negotiating a licence agreement 
It is recommended that local government analyses each site proposed in their local government area (LGA) using the considerations in Table 1. Once 

considerations are adopted into the analysis, site licence fees for dedicated parking can be appropriately negotiated.  

Table 1. Considerations when negotiating a licence agreement 

Consideration Relevant section in licence 
agreement template 

EVC recommendation 

Length of licence agreement Clauses 2.1, and 2.2 CPOs investing in charging infrastructure need a set period of time to recover their investment, which 
often requires assurance from local governments of continued operation at the site. Depending on 
the cost, power, and projected utilisation of the installation, this period can typically range from 5 
years for lower cost AC charging installations to 15 years for multi-bay ultrafast charging sites or 
installations at lower utilisation locations. Licence agreements can be structured to reflect either the 
shorter or longer end of this timeframe, with options for both parties to review and extend the 
agreement if needed. 

Number of EV charge ports and 
number of parking bays per 
charging site 

 The minimum number of charge ports and parking bays should be negotiated to reduce wait times 
and enhance consumer experience. These will be subject to site configuration e.g. whether the 
chargers are located on the kerbside or in a car park, and availability of parking at the site. 

Minimum EV charger availability 
(uptime) 

Clause 19.1. The reliability of charging infrastructure is important to build the confidence of current and 
prospective EV drivers. A CPO should provide assurances to the local government around expected 
EV charger operational availability (also known as “uptime”) and how scheduled and unscheduled 
maintenance will be managed. If the local government is interested in the data, then the CPO should 
report on uptime and utilisation (but not necessarily power (kWh) delivered, which may be 
commercially sensitive) to the local government. This may be provided directly from a CPO, or by way 
of a third-party. This information may be useful to local government in planning future EV charging 
deployments.  

Maintenance Clauses 1.1, 4.3, 4.4, 4.5, 
4.6, and 9.1.     

It is the responsibility of the CPO to undertake all necessary site and equipment maintenance, both 
proactive and reactive, unless otherwise agreed. Exceptions to this may include, for instance, when a 
local government may handle vegetation management at the site. It is advisable for the CPO to 
provide users a clear method of reporting issues and accessing customer support.  
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Removal of equipment at end of 
licence agreement / 
decommissioning 

Clauses 4.9, 5.3, 6.2, 10.1, 
and 20.3. 

At end of the licence agreement, the CPO should be responsible for removing their equipment from 
site and restoring the premises to a safe and clean condition. Exceptions can be made for reasonable 
wear and tear, unless otherwise agreed between both parties.  

Performance and reporting Clauses 18.1, and 19.1.    The CPO should ensure that local government and the public have real-time access to information on 
the availability of all EV chargers at the sites specified in the licence agreement. For planned outages 
that last longer than 24 hours, the CPO should be required to notify the local government, provide 
details of the proposed rectification and give periodic updates until the issue is fully resolved.  

Location of EV chargers Schedule 1. EV chargers should be ideally installed at locations near local amenities, shops, cafes, toilets, 
playgrounds, and residential areas. The EV charging locations should be well-lit and comply with 
relevant standards (i.e., AS/NZS 1158 – Lighting for roads and public spaces). Kerbside EV chargers 
should be placed near residential areas to serve EV drivers who lack access to off-street parking.  

Insurance and indemnification Clauses 7.1, 7.2, 7.3, 7.4, 
8.1, and 8.2.   

A public liability coverage of $20 million held by the CPO is generally considered sufficient. Unlimited 
liability coverage is considered unnecessary and not likely to be fit for purpose. 

CPO exclusivity  The EVC does not endorse granting CPOs exclusivity for public EV charging throughout an entire LGA, 
as fair and open competition delivers better consumer outcomes for EV drivers. However, a CPO 
bearing the investment cost of EV charging infrastructure in a particular location (such as a car park 
or a precinct) may require exclusivity in that car park or precinct for the duration of the licence 
agreement, to increase the likelihood of achieving a commercial return on the initial investment.  For 
this reason, the EVC considers limited exclusivity arrangements of this nature to be appropriate. Such 
arrangements (if any) should be detailed in a schedule of the licence agreement. 
 
For example, the agreement might state: “For the duration of the licence agreement, the local 
government agrees not to enter into a similar licence agreement with another CPO for an EV 
charging installation within XXX1 metres of the location concerned.”  

Payment methods  It is expected that all fast DC EV charging sites should provide an option for contactless payment that 
supports credit and debit card transactions that does not require a payee’s mobile or internet signal 
(this includes RFID payments). A physical credit card reader isn’t necessarily required per DC charger; 
a kiosk-style setup, similar to car parking payment systems, where one reader serves multiple parking 
bays, is also acceptable. This requirement can be included alongside other payment options such as 
apps, RFID cards, or solutions like Evie Networks Autocharge, or Plug and Charge. 

 
1 To be negotiated between the local government and the CPO. 



 
 

5 

Utilisation  Utilisation of chargers refers to how often chargers are used over a period of time (e.g. 
day/week/month/year) and can be measured in the number of sessions or by the amount of energy 
(kWh) that is output over the same period of time. The return on investment (ROI) for CPOs will vary 
significantly based on utilisation.  

Charger output  DC fast chargers typically incur a high upfront cost but offer quicker charging times and therefore 
potentially higher commercial return per charge. In contrast, AC chargers, while generally less 
expensive to install and maintain, often result in longer charging times and lower commercial returns 
per charging session.  

Advertising  The presence of ancillary functions on an EV charger can have a significant impact on ROI and 
charger profitability. Ancillary functions such as advertising may provide additional revenue sources 
to CPOs and may have impact on local amenity. CPOs should clearly disclose any ancillary functions 
to local governments.  
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Good to know – Charging plug type 

It is recommended that sites with faster direct current (DC) EV chargers, use what’s known as a 

“CCS2” EV charging plug type (technically known as vehicle connectors). CHAdeMO plug type is 

optional – noting that the economics for deployment will significantly favour CCS2 over CHAdeMO, 

due to the current and expected future vehicle mix.  A site with 2 x CCS2 connectors could 

reasonably be expected to have much higher utilisation than a site with 1 x CCS2 and 1 x 

CHAdeMO. 

For AC charging sites, Type 2 is the standard in Australia, Type 1 (J1772) can be considered 

obsolete/redundant. Drivers with vehicles that have Type 1 connectors will be able to use adaptors 

to make use of Type 2 chargers.  

 

 

Good to know – Pricing to end user 

CPOs typically set the price that drivers pay to utilise an EV charger. Pricing should be clear and 

accessible to the driver. Pricing structures may include: 

• cents per kWh 

• cents per minute 

• cents per session 

To encourage more responsible user behaviour and help prevent queuing for chargers, it is 

recommended the CPOs implement charges for ‘excessive dwell time’ or ‘overstay’. 
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Recommendation 
 

The EVC considers the right setting to be a $0 licence fee for public charging stations 

incurred by local governments on CPOs, but should a licence fee be considered, it should be 

understood that this may increase the cost to the drivers. 

In an event when a local government decides to apply licencing fee, the template licence 

agreement enables the local government and the CPO to document an agreed approach in 

clause 3.3 and Schedule 1 (7A). This clause can be removed by both parties if not required. 

Rationale 
 

Some local governments may consider the deployment of EV charging equipment by CPOs to 

be a commercialisation of part of the public domain for their exclusive use.  Another way to 

look at it is that CPOs are deploying an additional service in that space, accessible to all EV 

drivers which will attract an increasing number of residents, and visitors to the community 

who will be spending money at local businesses while recharging.  

Car share services paying licencing fees for car parks has been cited as an example however, 

the example does not fit for CPOs deploying EV chargers. In those cases, proponents are 

paying for spaces allocated to their exclusive use as a car rental business.  A more reasonable 

comparison would be if the car parking space was being designated as ‘car share’, without 

being allocated to a specific service provider – in which case, the specific service provider 

would not be paying.  If (for example) a CPO wanted to deploy equipment that only served 

one brand of car (for example, one EV charger brand that only exclusively serves one car 

brand), that would be equivalent to a car share company paying for a space. 

The cost of renting a car parking space is also not equivalent – because that’s buying the 

right to exclusively use the space and preventing others from using it.  
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Glossary 
AC charger: AC chargers are generally found in the home, workplace settings, or public 

locations. AC Chargers can be a simple three-pin plug in a conventional power outlet (Level 

1) or a wall/pedestal mounted charger on a dedicated circuit (Level 2). 

AS/NZS 1158: An Australian standard for public lighting.  

CCS2: Combined Charging System 2 is an international standard for direct current (DC) 

charging, used by a wide range of vehicle manufacturers. 'Combined' refers to the addition 

of two DC electrical contacts to the Type 2 AC plug system. CCS2 is a type of mode 4 DC 

charging. 

CHAdeMO: DC fast charging system that is a type of mode 4 DC charging. This is an 

abbreviation of 'CHArge de MOve', equivalent to 'move using charge' or 'move by charge' or 

'charge for moving'. 

Charge Point Operator (CPO): Charge Point Operator is an expert operator of EV charging 

equipment. CPOs can be engaged by way of a licence agreement with local governments to 

deploy, operate, and maintain public charging in public spaces managed by local 

government. CPOs are typically expected to cover the cost of installation, capital 

expenditure, maintenance, and decommissioning at the charger’s end of life. 

DC charger: A DC charger powers the vehicle by converting AC from the grid and is many 

times faster because the converter inside the EV charger, and is more efficient than 

converters found inside the EVs. 

EV: Electric Vehicles 

EVC: Electric Vehicle Council 

Fast Charging: DC charging with power output between 24-99 kW 

LGA: Local Government Area  

NSW: New South Wales  

Ultra-fast charging: DC charging with power output >100 kW 


